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AC Power Line Surge Protector R-A:M-LAS series SPD (Surge Protective Device)
AT oK AYA mm

®
3\ I
m Safety Standard File No.*

e Surge protector with RA-V7 series GDT and MOV UL L1449 E322107

. . cUL :C22.2 N0.269.5
connected in series *File No. may be revised without notice. Please contact us at the time of your

eCompliant with AC withstand voltage testing request for certifications.

Applications

e Industrial equipment required AC withstand
voltage test

e Dimensions
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Electrical Specifications
Maximum DC Impulse Insulation

Rated Continuous ; Capacitance

Safety Safety Voltage Operating Breakdown Currept Resistance IR AC Withstanding Voltage 1MHz

Standard Standard Voltage Capacity (MQ)MIN
50/60Hz Voltage o (pF) MAX
50/60Hz |EZz*+30,-20% | 8/20us (A) DC500V
R-A-M-242LAS | AC125V AC140V 2,400 1,000V 60s, 1,250V 3s
A\ R-A-M-302LAS 3,000 2,000 10,000 1,500V 60s 2.0
R-A-M-362LAS AC250V AC300V 3,600 1,500V 60s, 1,800V 3s

Storage / Operating Temperature: -40~+85°C

© The content may change without notice. Please refer to our specification sheet before ordering. DAT.NO. 31008E007-2608



